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2790 sianet 

COSTRUZIONE 

VANTAGGI 

APPLICAZIONE 

Grana: carburo di silicio 

Legante: resina sintetica 

Supporto: rete sintetica 

Granulometria: 60-320 

DATI TECNICI 

Sicurezza: prodotto non 
pericoloso in base alla normativa 
REACH 

Stoccaggio: temperatura tra i 10° 
e 20° con umidità relativa del 40-
50% 

Smaltimento: Rifiuto non 
pericoloso se non contaminato 
da materiale asportato. Smaltire 
secondo norme vigenti. 

Confezione : 10 dischi imballati 
in termoretraibile 

Ideale per la carteggiatura e 
levigatura dei pavimenti in legno 
e verniciati. Utilizzare i dischi su 
levigatrice monospazzola con 
disco di trascinamento serie 
9202 siavlies bianco 

• Lunga durata  
• Intasamento ridotto 
• Eccellente finitura 

2790 sianet 

STRUCTURE 

ADVANTAGES 

APPLICATION 

Grit: silicon carbide  

Bonding: synthetic resin  

Backing: synthetic  net  

Grit range: 60-320 

TECHNICALS DATA 

Safety: product no dangerous  in 
accordance with REACH 
normative 

Warehousing: temperature 
between 10° and 20° with a 
relative humidity of 40-50% 

Disposal: Refuse not hazardous if 
not contamined by the material 
removed. Dispose according to 
the local laws. 

Package : 10 discs packaged in 
shrink-wrapped 

Perfect for sanding of wood and 
varnished floors. Use discs on a 
monobrush sander with a 
dragging disc series 9202 white 
siavlies 

• Long lifetime  
• Low clogging 
• Excellent finishing 



Grit 
Grana 

Backing 
Supporto 

Silicon carbide 
Carburo di silicio 
  

 

Synthetic net  
Rete sintetica 
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