PCM20

Centrale di comando 230v per cancelli ad ante

Caratteristiche Funzionali

« Frizione elettronica con controllo elettronico della potenza

» Monitoraggio dello stato dei dispositivi periferici framite LEDs

= Comandi in ingresso: STOP; PULSE A: apertura totale; PULSE
B: apertura parziale (passaggio pedonale). fotocellule,
finecorsa

* Predisposizione scheda decoder DEC20 per antenna BIRD

» Funzionamento delle fotocellule di chiusura programmabile

« Funziona in abbinamento a motori eletfrorneccanici

» Funzionamento con cancelli a singola o doppia anta

« Tempi di apertura-chiusura, pausa e sfasamento in chiusura
regolabili framite trimmers

= Selezione con DIP-SWITCH per inclusione "colpo di ariete”

= Logiche di funzionamento programmabili: Automatica,
Automatica condominiale. passo-passo con richiusura
automatica, passo passe con STOP

Caratteristiche Tecniche/Functional Features

Tensione nominale in uscita servizi/Service output voltage

Assorbimento massimo/Max current consumption

Sfosqeto in aperfura
ning phase 'rf'ference

Grado proiezione del contenitore/Box protection level
Fusibile sul secondario del frasformatore
Transformer secondary fuse

Tempo ps Pous ftime

Tperr di funoncmeToOroﬁng temperature

Dimensioni (A)/Dimensions (H)
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230V central unit for hinged gate

Technical Features

+ Electronic clutch with electronic power control

+ Peripheral monitoring by LEDs

* Controlinputs: STOP input; PULSE A: total opening, PULSE B:
partial opening (pedestrian passing), photocells, limit stop
Function "BRAKE" adjustable by trimmer with exclusion to
minimum

* Ready for connecting the DEC20 decoders for the BIRD
antenna

+ Adjustable closing photocells operating

+ Operates only with electro-mechanical geared motors

* Operates for single or twin door hinged gates

* Opening-closing, pause and closing delay fimes adjustable
by trimmers

= Selection with DIP-SWITCH for inclusion "Impact”

* Programrable operating modes: Automatic, Serniautormnatic,
Step-by-step with autornatic closing, Step-by-step with STOP

P54

8+ 200sec,

-25°C + +55°C

250mm



